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SLATE MOCHA EVERGREEN CABERNET

DENIM LEATHER*

OBSIDIAN INDIGO GUN METAL GRASS

CHOCOLATE PLUM

ORIGINAL SERIES

CERTIFIED SERIES

PANEL SIZE

The standard PaperStone

panel is 60" x 144". 

www est-alliance.org.rainfor

Its product category is architectural solid surface. It is specified by architects and

interior designers for commercial and residential uses. PaperStone is prepared for

final installed use by solid surface fabricators.

*Leather is not made from recycled paper
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Original Series 

 Slate Mocha Evergreen 

 Cabernet Denim Leather 

    

Certified Series 

 Obsidian Indigo Gun Metal 

 Grass Chocolate Plum 

    

  
 Prices may change without prior notice. 



Solid Color

PaperStone’s color comes from the natural color of the paper and the pigments

and dyes used in the manufacturing process. The color is not a surface treatment.

It is all the way through the product.

Patina and Aging

PaperStone will develop a seasoned appearance that is an inherent characteristic of

the material. The aging process takes time and there will be deeper luster in areas of

heavier use. Overall, it will appear softer and deeper in tone. To further understand the

patina and aging process there are three important points to remember.

• Aging begins with manufacture and may take a number of years to complete.

It is similar to the manner in which natural wood products acquire a deeper,

richer tone over time.

• The effect of aging in PaperStone material is primarily a result of the aging of

the resin component, which begins as pale amber and deepens to a rich

shade of sienna and the color in the recycled paper.

• The aging and patina process is a natural progression. It is most noticeable on

the lighter colors. For this reason, there is no cause for concern and you

should expect tonal differences between sheets at the time of installation,

even if they are from the same batch. However, as the sheets age, variability

converges, creating a more uniform appearance over time.

Tonal Variations

Color and brightness may vary from sheet to sheet and even within a sheet making

each one unique. This variation is expected in a product composed of natural

materials. PaperStone samples may appear different than the installed product due to

the age and patina of the samples and the differing thicknesses of the materials.

Measuring color variation from sheet to sheet is difficult and is subjective requiring

good judgment be exercised when making comparative statements.

Striations — PaperStone has a mottled appearance, in which patterns show a

striated effect lengthwise. This is less apparent on dark colors; however, the

mottled appearance is still visible. These qualities are due to the natural variation in

the paper used to make the material. Leather shows minimal striations, due to the

uniformity of the natural wood fibers used to make this product.

Surface Texture— The surface texture and level varies. There will be more texture

when it is first installed and it will become smoother and develop more luster over

time and with use. It may also have a slight unevenness here and there on the

surface level; this is because it is pressed, not molded, into the sheets.

COLOR & VARIATION
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NATURAL COMPONENTS FROM WHICH IT IS MADE
PaperStone™ is made from sustainable sources. It is manufactured in three

versions. Original PaperStone contains 50% post-consumer recycled content and

PaperStone Certified is made from 100% recycled materials. PaperStone made

from virgin fiber is also available. All PaperStone products are made from

Paneltech’s proprietary, petroleum-free resin that contains natural ingredients like

cashew nut shell liquid. All PaperStone products are available in the same panel

sizes, basic colors, and have identical mechanical properties.

Composition

Phenolic resins are used to make PaperStone. They have been around for nearly a

century since Henry Baekland invented Bake-Lite, the familiar black thermoplastic

case of the original, black rotary telephones. Cashew nut shell liquid (CNSL)-based

resins are the type of phenolic resins used to make PaperStone. They have long

been prized for their extremely high abrasion resistance. They are still preferred

for high quality automotive brake pads. What sets PaperStone apart are the

company’s highly-skilled and creative technical staff, the company’s own resin

laboratory, resin plant and commitment to the cleanest and ‘greenest’ products

and processes that are technically and economically possible. PaperStone resins

have also been specially designed to produce a hardwood-like, highly workable

and not brittle composite panel.

Paper fiber is the other major component of PaperStone. The source of paper for

the company’sCertified product is Grays Harbor Paper Company, a small,

independent, paper mill that is located adjacent to where PaperStone is made.

Both Grays Harbor Paper Company and Paneltech International, LLC (the makers

of PaperStone) are chain-of-custody certified by Smartwood and the Forest

Stewardship Council.

PaperStone becomes a composite product when specially-produced sheets of

paper are saturated with the company’s proprietary resins and pressed under heat

and pressure.  This ‘cross-links’ the resin polymer in all three dimensions

producing a dense, homogeneous and essentially non-porous composite product

that doesn’t delaminate. PaperStone has been tested under the most stringent

testing protocols and has no detectable formaldehyde.

PaperStone Certified is a beautiful and heavy-duty solid surface

known for its performance, its warm touch, its contemporary

appearance and its environmental sustainability. It is made from

100% post-consumer recycled paper and a proprietary,

petroleum-free resin. It is the only solid surface material certified

by the Forest Stewardship Council, Smartwood and the Rainforest

Alliance. Specifying PaperStone can earn up to five LEED points.

PaperStone is durable and is recommended for residential kitchen

and bath and commercial uses, indoor and out.
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Certified Wood Materials: LEED V2.1 awards 1 point if a minimum of 50% of

wood based materials certified in accordance with FSC Guidelines. This

contributes to Credit 7.0 of the “Materials & Resources” area. 

Low Emitting Materials: LEED V2.1 awards 1 point (Credit 4.1 of “Indoor

Environmental Quality” area) if the VOC content of adhesives is less than the current

limit specified in SCAQMD Rule #1168, and 1 point (Credit EQ 4.4) if the engineered

wood and agri-fiber products contain no added urea-formaldehyde resins.

PaperStone is the only architectural solid surface certified by the Forest

Stewardship Council for using 100% post-consumer recycled paper. It is also

certified by Smartwood and The Rainforest Alliance. In addition, PaperStone plays

a role in enabling a project to acquire Leadership in Energy and Environmental

(LEED) points towards certification.

(The following section applies only to commercial applications until publication of

LEED-R Residential Standards in 2007)

LEED CERTIFICATION INFORMATION 

The LEED (Leadership in Energy and Environmental Design) Green Building Rating

System® is a voluntary standard for developing environmentally responsible, low

emission, high-performance, sustainable buildings. It was developed by the U.S.

Green Building Council, under contract with the US Department of Energy. 

Individual materials and products used in buildings are not certified. The Version

2.1 certification process is for the entire construction project. The project earns

“points” towar ds becoming certified. The categories where points can accumulate

for Global partition products are based on LEED Standard 2.1 as follows: 

Recycled Content: LEED V2.1 awards points for buildings that contain recycled,

salvaged, reused, or refurbished materials, with points awarded as a function of

the total building material weights (5% = 1 point, 10% = 2 points). Credit is

based on the sum of post-consumer recycled material + 1/2 of post-industrial

recycled material. This contributes to Credits 4.1 & 4.2 of the “Materials &

Resources” area. 

Local Regional Materials:LEED V2.1 awards 1 point if 20% of the building

materials are manufactured (final assembly) regionally within 500 miles of the

project site. This contributes to Credit 5.1 of the “Materials & Resources” area. 

Rapidly Renewable Materials:LEED V2.1 awards 1 point if 5% of the total value

of all building materials used are derived from plants that are harvested within a

ten-year cycle or shorter. This contributes to Credit 6.0 of the “Materials &

Resources” area. 

Environmentally Sustainable
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Paneltech International LLC (Paneltech), the makers of PaperStone, warrants that

PaperStone products permanently and properly installed after November 15, 2007

and purchased through Paneltech-approved distributors, will be free from material

defects for a period of 15 years. If the PaperStone product is found to have a

manufacturing defect, Paneltech will, at its sole discretion, without charge replace

the PaperStone sheet found to have such manufacturing defect. This warranty will

only apply in the case of manufacturing defect in the original PaperStone product

that was properly installed. This warranty applies only to the original owner and is

not transferable.

This warranty is for PaperStone panels 3/4 inch thick and thicker used in

countertops and for residential and commercial vertical applications. It does not

include uses of PaperStone in saunas, shower pans, steam rooms or outdoor uses

in, by way of example only, grill tops, outside counters and boats. Customers

seeking warranties in such applications should contact their distributor directly

and their requests may be addressed on a case-by-case basis.

This warranty DOES NOT COVER PaperStone panels that are advertised and sold

as discounted, off-spec panels. This is not an ‘installation’ warranty and DOES

NOT COVER any aspect of the installation of PaperStone if such failure was

caused by a fabrication or installation error. Fabrication and installation errors

include the mismatching of panels with obvious color variations.

Nor does this warranty cover damage caused by physical, chemical or other

abuse, damage from excessive heat, use in certain applications, acts of nature, or

any act of customer abuse.

Physical, chemical and other abuse: includes any use of PaperStone that is

unreasonable considering the normal and expected uses in a residence or

business, and includes, but is not limited to, damage by vandalism, use of

improper cleaning solutions, leaving substances such as bleach or drain

cleaner on the product without prompt cleaning, the dropping of heavy

objects on the panel, or product that has not been maintained with proper

care and use (see distributor or dealer for care and use details).

PaperStone
Limited Warranty

15
y e a r s

PaperStone products have a 15 year

limited warranty on all it products.
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Excessive heat: means exposure to heat to such a degree that marks, rings or

cracks appear on PaperStone sheets.  Cracking around a cooktop may appear

by permitting cookware that is on (or partially on) a heating element to

overhang the cooktop causing excessive heat on the cooktop or from using

high temperatures for excessively lengthy periods of time.  Common sense

needs to be exercised.  Trivet channels can easily be routed into PaperStone

and trivets should be used where hot pans will be placed on the counter.

Acts of nature: include, but are not limited to, exposure to the outdoors,

weather effects, architectural and engineering design, structural movement or

settling, job site conditions, freezing conditions, and fire.

Replacement

Paneltech will replace any area of the installation that is found to have a

manufacturing defect if the panel was installed properly.  Paneltech will pay the

cost of the required product.  The customer will be responsible for any other costs

associated with or arising out of the replacement, including panel removal and

replacement labor and materials, any plumbing and electrical disconnect and

reconnect charges, tile, wall surface, or cabinet repairs or modifications that

become necessary as a result of PaperStone replacement.

Specific Rights

Except as provided herein, Paneltech shall not be liable in either tort or contract

for any loss or direct, consequential or incidental damages arising out of the use

or ability to use PaperStone.  To qualify under this warranty, the owner must

provide the original sales receipt or other sales documentation acceptable to

Paneltech which demonstrates proof of purchase of the PaperStone sheet within

the 15-year warranty period.  The customer must reasonably cooperate with

Paneltech in its efforts to perform its obligations under this warranty, including

any visual inspection deemed necessary by Paneltech or its agents.

Warranty, continued
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